
 
 
 

Tailormade to  needs.  
 
 
Type 1512 is a single semi cartridge seal 
specially developed for Ahlstorm Ahlstar 
pumps. This is a versatile seal. It can be 
successfully used in cooking , evaporation 
and caustisizing plants of Pulp and Paper 
industry. This is an excellent seal for 
hazardous, toxic, abrasive fluids too. 
 
 

 
Features:  
 The unique features of Type 1512 are : 
1. Pump components position the seal.  

Hence no need for any measurement 
for seal installation. Semi Cartridge 
arrangement makes installation fast 
and easy. 

2. Constant force Wave Spring          
Provide uniform face loading and is 
totally isolated from the product 
making the seal virtually clog free. 

3. The seal is balanced to take up high  
Pressures. 

4. Silicon Carbide seal face provide long 
and trouble free service in abrasive 
fibres. 
 

Operating Conditions: 
      Pressure: Upto 15 Kg/cm² (For Sic/Sic)                 
                        Upto 25 Kg/cm² (For C/Sic) 
       Temp. :  Upto  250º C 
                  (Depending on materials used.) 
       Velocity  : Up to 20 m/s 
 
 
 
 
 
 
 

 
            
 
    SINGLE SEMI CARTRIDGE  
                    SEAL FOR AHLSTORM 
                             AHLSTAR PUMPS 
 
 
Installation 

1. Position the Gasket (Part No. G) on the 
Seal Housing (Part No. 1) 

2. Insert the Seal housing (Part No. 1) into the 
stuffing box and position the Gland Plate 
(Part No. 1A ) over it. 

3. Fasten the Gland Plate to the stuffing box 
with the help of stuffing box studs and nuts. 
Make sure that they are not over tightened. 

4. Carefully fit the pump casing to the bearing 
housing. 

5. Gently push the Seat Carrier (IB) on to the 
pump shaft till it comes in contact with the 
inboard Seal ring (Part No. 2). 

6. Fit the PTFE ‘O’ ring (Part No. 11) on to 
Seat Carrier (IB). 

7. Fit the pump impeller. 
 
 
Operation and Use: 

1. Type 1512 is a singles semi cartridge seal 
with a lip seal for secondary containment 
and requires quenching. Never run the seal 
without first starting the quench water. 

2. The Temperature of the quench water at the 
outlet should not exceed  60º C . Increases 
the flow if temperature goes above 60º C  

 
        
     
                               
 
                                  
 
 
 

 
 
                                   
 
                                                    

Bearing Assembly Seal 
1 1512-0030 
2 1512-0040 
3 1512-0050 
4 1512-0060 
5 1512-0080 
6 1512-0090 


